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Remarks :

Setting lever

There are lhree fypes of setting levers, used ace-
ording to the dist diameter. Select the suilable

selling lever by referring to the shapes indicaled in
fig: 1. g,

When @ selting lever unsuitable for the dial diameler
is used, the winding slem cannot be pulled out or the

/

elting lever

menlionod  above, specify (5 Cal. No. and (2 the /’,\
diat No. Siting lever J
.

Setling lever is hudtden under Blocked by the selting lever,
the dial and the winding the movernenl cannot  be
stermn cannot be pulled out assemblad in the case,

Date dial
e BOTHLO creereens Used when both the crown and the date frame are located al 3o'clock.

If the dale dinl is required in any other type, specily (1 Cal. Ne. (20 the crown position
b the dale frame posilion add G the dial No.

Day slar with dial disk
Ve BZOMO3 e Used when both the crown and the day frame are focaled al 3o'clock.

When onderig, any cower Lype of the day star with dial disks,  clearly mention the nurrber
printed on Lhe disk 1T The number s unknown, specify (1 Cal. No. 2: the crown position
G thg day Braoe pasition G the dial Nooand (5 the nalional language.

Hoiding ring fo- dial Measure Lhe lolai hickness and the outside diameter -

e BBARED e 052 tolal thickress and 27.09% min outside diametsr.

movernent cannol be assernbled . the case.  Pay . ) )
attention 1o this poinl (refer to fig, 2), 383560 Yt 383561 383562
When the dial is round, the number of the setting (fig. 22
lover  differs  (listed below) according o the dia! '
diametor. o When the setting tever  When the selling lever
(Dial diameler) 25,5 -~ 26.5Dmm + o+ 20 3B3561 s too smal . o 'S 100 large - oo - e COrTECE o —
{ " F220 e 28 5P mm el 383560 ; o
{ i )95 - 305 % mm e fr 383562 x
_\\\
I the oumber of the setting lever is unknown or - <~ ‘-\"-‘ “
when placing an order lor a setting lever other those Moo & a t' ’]:

setling fewr

Frd of the selting lever
15 focated between the
dial angd the case

If the holding rieg for dial is required in any other type, specity (1 Cal, No, and "2 the dial No.




