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i-Basic Calibre S6GEA 23 Catalog No. 56:06-1

Remarks :
Setting lever (tig. 1)
There arc three types of selling levers, used acc-
ording lo the dial diameter. Select the suitable
selting lever by referring to the shapes indicat: 4 in l
fipg. 1.
When a setting lever unsuitabie for the dial diameter &'
is used, lhe winding sterm cannot be pulled out or the <
movenent cannot be assembled in the case. Pay
attention 1o this point {refer to fig, ?). ¥ 383 560 #* 383 561 w383 562
When the dial is round, the number of the setting [fig. 2)
lever differs {lisled below) according  to the dial
diameter. " When the setting lever  When the setting lever
(Dldl (jii)lﬂ[![el’) 2HO 205 Tmm e #3B3 561 is too small is tco largg —====—= — Correct ——
{ v ) 27.6~285 Prom e %383 560
{ v ) 295~305 Pmm e %383 562 X X 0
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Sclluy lever

It the number of the sctting lever s unknown or
when placing an order for a setting lever clher those
menlioned above, specily (D Cal. No. and & the A
diat No. Sobting dower

Sellng over

Selling lever is hidden under Blocked by the setling Tever, End of lhe setting tever
the dial  and the winding the  moveme canot e is located between  the
slem cannot be pulled out assembled i tho case, dial aned e case.

Date dial
WBO 560 Used when both the crown and the date frame are localed at 3 o'clock.

il the date dial is required in any other type, specity (D Cal. No. 2 the crown position
(5 the dale frame position and @ the dial. No.

Day star with dial disk
w870 563 (English «—rJapanesge)--eoree Used when both the crown and the day frame are lorated at 3 o'clock.

When ordering any other type of lhe day star with dial disks, clearly mention the nurmber
printed on the disk. 'f lhe number is unknown, specily (I» Cal. No. (D the crown position
(9 (he day frame position (D the dial No. and (& the national language.

Molding ring for dial —— - Measure the total thickness and the outside diameter
NBB4 560 e 0,63 mm total thickness and 27.0 #mm outside diameter,

If the holding ring for dial is required in any other type, specify (D Cal. No, and & the dial No.




