


PARTS CATALOGUE Cal. 6M23A

Disassembling procedures Figs. : @ -
Reassembling procedures Figs. : - @
Lubricating: Types of oil Oil quantity

= Silicone Cil 500,000 c.s. OC> Normal quantity
o® Moebius A
SEIKO Watch Qil S-6

¢ Cal. 6M23A has two types of case structures as shown in the illustrations beiow.
Type1 : The earth lead terminal is welded to the case ring, and they cannot be disassembled.
Type2 : The earth lead terminal and the case ring are separately assembled to the case.

[Parts supply of the case ring and earth lead terminal of Type 1}

Only the case ring and earth lead terminal used in type 2 are available for supply as spares. Therefore,
when the case ring of type 1 requires replacement, do as follows:

1. Only the earth lead terminal is defective:

You can use a type 2 earth lead terminal with the existing case ring.
2. The main-body of the case ring is defective:

Replace it with a type 2 case ring and earth lead terminat set.

[Type 1} [Type 2]
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lead terminal to the
notch of the case ring,
checking that it does
not touch the winding
stem,
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PARTS CATALOGUE Cal. 6M23A
S / Hour, minute and second
R hands 012039
< Battery clamp screw
4225 453

24-hour hand

Mode indicator

Dial

012 039

Screw for support for dial
side parts

604 113

Support for dial side paris

167 008
Small hour hand wheel

217 113
Intermediate small hour
hand wheel and pinion

808 113
Date dial guard

491 154
Dial washer

211 413
Hour whesl

817 168
Intermediate wheel for
mode indicator {A)

817 159
Intermediate wheal for
mode indicator (B}

Date dial

802 154
Date driving wheel

Winding stem

282 154
Clutch wheel

[—> Please see the remarks on the next page.

Battery clamp

Battery
[{See the front page.}

012 066
Switch spring screw

4245 412
Switch spring

033 145
Switch pin

012 066
Cofl block screw

4408 453
Coil block spacer

4201 454
Printed circuit board (B}

4000 400
Circuit block

4281003
Contact point spring

4246 453
Buzzer lead terminal

4270 453
Battery connection (-




PARTS CATALOGUE Cal. 6M23A

012 066
Screw for train wheel bridge (B}

012 066
Screw for train whee! bridge (A} )
125 301

125 300 Train wheel bridge (B} {Plastic)
Train wheel bridge {A) {Plastic)

241223
817 153 Fourth wheel and pinion
Intermediate date wheel 701 154
and pinion (B} Fifth wheef and pinion
817 187 4146 154
Intermediate date wheel Step rotor
e'nd pren éOQIZb?BSR A} f d
45146 154 oil block (A} for secon

tep rotor 4239 453

4002 455 Rotor stator {A} for second
Coil block {C) for calendar

122 154
4239 456 Center wheel bridge
Rotor stator (D) for calendar

' 221113

817 156 Center wheel and pinion
Intermediate minute wheel
and pinion 480 154 e .
4146 154 Center wheel friction.spring
Step rotor 261 438

Minute wheel

817 155

Intermediate center wheel
and pinion (B}

817 1564

Intermediate center wheel
and pinion (A}

4146 164

Step rotor

4002 454

Coil black {B} for hour/minute

4239 454
Rotor stator (B} for minute

012 066 -
Mode indicator jumper screw

353 154

Mode indicator jumper
1014 155

Mode indicator arbor

4002 454
Coil block {B) for hour/minute

4239 455
Rotor stator (C} for hour

100 112
Main plate (Plastic)

012 066 Remarks:
* Switch spring screw {5 pes.)
+ Coil block screw {3 pes.) .
+ Screw for train wheel bridge (A) {1 pc) . Date dial
+ Screw for train wheel bridge (B} {1 pc.) A
» Mode indicator jurmper screw (1 pc.) Wmdmg stem
R The type of date dial and winding stem are deter-
012039 mined based on the design of cases. Check the
o case number and refer to “SEIKO Casing Parts
* Screw for support for dial side parts (3pos) | Catalogue” to choose their corresponding types.
: ‘ + Battery clamp screw {2 pes.)
T

e For the remarks on assembling, disassembling and value checking of Cal. 6M23A, refer to "TECHNICAL
GUIDE" section of "PARTS CATALOGUE/TECHNICAL GUIDE Cal. 8M13A".
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